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Face-Lit Channel Letter Sets
Qty: 3 Sets
Scale: 3/8" = 1'-0"

5" Deep face-lit channel letters, with .040 returns and .063 backs. 
Apply respective translucent color vinyl onto acrylic faces.

Internally illuminated with white LEDs

Flush mount letters onto respective locations on facade.

Electrical to go through building into J-Box: Location TBD - Survey Req.

PMS 158 C

PMS 576 C

PMS 440 C

MP 32351 White Spirit, 
Satin Finish

Mp12813 Beige Frame,
Satin Finish

FACE-LIT CHANNEL LETTERING
LED ILLUMINATION - INDIVIDUAL MOUNT

General Notes
120V/277V Class 2 Self Adjusting Power Supply
60W 12V Single Phase, installed per NEC code book
All wiring bonded and grounded

1) TRIM CAP W/ RETAINING SCREW
2) 3/16" PLEX FACE
3) LED ILLUMINATION ( AGILIGHT / SLOAN )
4) ALUMINUM .063" BACKS / .040" RETURN
5) MOUNTING HARDWARE
6) OSRAM POWER SUPPLIES / GENERAL LED / ADVANCE
7) DISCONNECT/TOGGLE SWITCH
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7

Hollow Walls
w/ Rear-Access

Thru-Bolt w/ U-Channel

Sleeve Anchor

Masonry
Applications

Wedge Anchor

Masonry
Applications

Toggle Bolt

Hollow Walls

Lag Screw

Wood & Masonry
Applications

MOUNTING HARDWARE

TENANT SPACE
TENANT

Available Sign Space: 34'-0” x 8’-6” = 289 SF
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Electrical Requirements
(1) 20amp 3-wire 

120V Circuit (LED Portion)
240V-50/Hz (EMC Portion)

Est. (4) 12v 60Watt power supplies

TENANT SPACE
TENANT

TENANT SPACE
TENANT

MONUMENT SIGN FOR MAIN HOSPITAL
 

SIGNAGE AREA 102.7 SF

17'-3"

1
0
'-
0
"

10 Martin Medical Office Building

10 MARTIN
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Electrical Requirements
(1) 20amp 3-wire 

120V Circuit (LED Portion)
240V-50/Hz (EMC Portion)

Est. (4) 12v 60Watt power supplies

TENANT SPACE
TENANT

TENANT SPACE
TENANT

MAX SIZE FOR THIS WALL SIGN: 289 SF
FINAL SIZE DEPENDENT ON TENANT

10 Martin Medical Office Building
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Cool 
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Face-Lit Channel Letter Sets
Qty: 1 Sets
Scale: 1/2” = 1'-0"

5" Deep face-lit channel letters, with .040 returns and .063 backs. 
Apply respective translucent color vinyl onto acrylic faces.

Internally illuminated with white LEDs

Flush mount letters onto respective locations on facade.

Electrical to go through building into J-Box: Location TBD - Survey Req.

PMS 158 C

PMS 576 C

PMS 440 C

MP 32351 White Spirit, 
Satin Finish

Mp12813 Beige Frame,
Satin Finish

FACE-LIT CHANNEL LETTERING
LED ILLUMINATION - INDIVIDUAL MOUNT

General Notes
120V/277V Class 2 Self Adjusting Power Supply
60W 12V Single Phase, installed per NEC code book
All wiring bonded and grounded

1) TRIM CAP W/ RETAINING SCREW
2) 3/16" PLEX FACE
3) LED ILLUMINATION ( AGILIGHT / SLOAN )
4) ALUMINUM .063" BACKS / .040" RETURN
5) MOUNTING HARDWARE
6) OSRAM POWER SUPPLIES / GENERAL LED / ADVANCE
7) DISCONNECT/TOGGLE SWITCH

1

2

3

4

5

6

7

Hollow Walls
w/ Rear-Access

Thru-Bolt w/ U-Channel

Sleeve Anchor

Masonry
Applications

Wedge Anchor

Masonry
Applications

Toggle Bolt

Hollow Walls

Lag Screw

Wood & Masonry
Applications

MOUNTING HARDWARE

TENANT SPACE
TENANT

Available Sign Space: 20'-0” x 4'-6" = 90 SF
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BUILDING SIGNAGE AREA
90 SF

10 Martin Medical Office Building
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PMS 440 C

MP 32351 White Spirit, 
Satin Finish

Mp12813 Beige Frame,
Satin Finish

Health Center

Side View
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Direct bury
(2) 15"x48" Concrete
with (2) 4x4x3/16" 
Steel tube(s) D/F Monument

Qty:(1) Req.
Scale:3/4" = 1'-0"  

15"

4"

**NOTE: ELECTRICAL FEED - TBD: SURVEY REQ.

Electrical Requirements
(1) 20amp 3-wire 

120V Circuit (LED Portion)
240V-50/Hz (EMC Portion)

Est. (4) 12v 60Watt power supplies

15"

4"

15"

4"

4
8
"

45 1/2"
O.C

41 1/2"

13-3/4" Medium body
aluminum cabinet, 
painted respective colors

Full Color EMC Board

Routed and Push through
1/2" (1/4") exposed letters
with respective vinyl 
graphics applied
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1/4" Acrylic FCOs
installed onto face 

with adhesive application

3-3/4"

Fabricated reveal

27 1/4"

Health Center

Ground Sign
Scale: 3/8" = 1'

- Fabricated Aluminum Cabinet w/ Routed .125 Aluminum Faces, removable for internal access; colors painted as specified
- Logo - Pushed Through 3/4" Acrylic (1/2" Exposed) Copy w/ applied vinyl diffuser and graphics as specified
- Internal LED Illumination w/ Power Supply located inside cabinet
- Fabricated Aluminum center core & based with decorative cap element - skinned with .090 aluminum
- Saddle mounting within sign cabinet, field welded to steel
- Slate Stone Covering on monument base, Actual material TBD1/2" Thick clear acrylic 

(1/4" Exposed) with 1st
surface white translucent
vinyl and 2nd surface 
diffuser
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Health Center

Slate Stone, TBD

Main Hospital

Emergency

North Entrance

Example text only. 
Actual messaging TBD.
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Option A

Option B

5'-0" x 8'-0" = 40.0 SF

Internally illuminated.
Letters, logo and arrows 
will illuminate only.
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PMS 576 C
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MP 32351 White Spirit, 
Satin Finish

Mp12813 Beige Frame,
Satin Finish

Side View

Monument
Scale: 1/4” = 1'

- Fabricated Aluminum Cabinet w/ Routed .125 Aluminum Faces, removable for internal access; colors painted as specified
- “Healthy Driven” - 1/2" Pushed thru acrylic (1/4" exposed)
- Logo - Pushed Through 3/4" Acrylic (1/2" Exposed) Copy w/ applied vinyl diffuser and graphics as specified
- All directional panels - routed and backed with translucent acrylic with applied vinyl
- LED edge lighting around intersection of Copy panels and Orange architectural accent
- Internal LED Illumination w/ Power Supply located inside cabinet
- Fabricated Aluminum center core & based with decorative cap element - skinned with .090 aluminum
- Saddle mounting within sign cabinet, field welded to steel
- Slate Stone Covering on monument base, Actual material TBD

Slate Stone, TBD

1'-0"

2'-0"
3" 3"

Side View

3/4" Clear acrylic (1/2" 
Exposed) with 2nd surface 
white diffuser
“Edward...” - 1st surface 
black perforated vinyl
“HEALTH” - 1st surface
3M 3630-106 Green vinyl

1/2" Thick clear acrylic 
(1/4" Exposed) with 1st
surface white translucent
vinyl and 2nd surface 
diffuser
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Sign Face
16.38' x 6.27' = 102.7 SF Internally Illuminated -

Only Letters and Logo 
will illuminate

10 MARTIN

1/4" Aluminum FCOs
6" h Address
Font: Gotham Med

10 MARTIN

1/4" Aluminum FCOs
6" h Address
Font: Gotham Med

6
'-
3
 1

/4
"

16'-4 1/2"

LED edge lighting around
intersection of copy panels and 
orange architectural accent
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