3:12:15 PM

= 11/20/2025

DATE PLOTTED
PEN TABLE

CGI-PDF pltcfg

MODEL: $MODELNAMES

PLOT CONFIG

FILE NAME: N:\PROJ\0021497.01\CADD\Sht\Details\0021497.01-DET01.dgn

3" FENCE POST (SEE
DETAIL THIS SHEET)

SLOPE TO DRAIN

FINISHED
GRADE

42" MIN. PIPE EMBEDMENT

IDOT CLASS SI CONCRETE

FENCE POST CONCRETE FOUNDATION DETAIL

N.T.S.

R.O.W. VARIABLE

FLEXIBLE PAVEMENT

R.O.W. VARIABLE

PVMT. WIDTH VARIABLE
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2% SLOPE !
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CONCRETE CUR] UTTER

P.C.C. CONCRETE PAVEMENT
4" MIN. COMPACTED GRANULAR SU!

RIGID PAVEMENT

SEE DETAIL
/ THIS SHEET

TRENCH WALL —/

TRENCH BACKFILL CA-6

UTILITY CONDUIT (TYP.)

NOTES:

. THE TRENCH SHALL BE BACKFILLED WITH AGGREGATE (CA-6) AND COMPACTED TO 95%
OF THE STANDARD PROCTOR DENSITY. TRENCH SPOILS OR EXCAVATED MATERIAL SHALL
BE DISCARDED BY THE CONTRACTOR, AT HIS EXPENSE, AT DUMP SITES OR IN A SUITABLE
FASHION AS APPROVED BY THE CITY ENGINEER.

L

PRIOR TO PLACING OF P.C.C. CONCRETE, THE EXPOSED EDGES OF ALL EXISTING
PAVEMENT SHALL BE SAW CUT TO PROVIDE A SMOOTH, CLEAN EDGE, FREE OF LOOSE
MATERIAL.

id

EXCAVATIONS SHALL BE PROTECTED BY BARRICADES WITH FLASHING LIGHTS. A 1" STEEL
PLATE SHALL BE PROVIDED AND MAINTAINED BY THE CONTRACTOR AT LOCATIONS
WHERE ADJUSTMENTS ARE LOCATED IN TRAVEL LANES UNTIL THE SURFACE
RESTORATION IS COMPLETE. THE PLATE SHALL BE PROTECTED FROM SLIDING AND
PROVIDED WITH BITUMINOUS RAMPS.

IN

. TRENCH TO BE COMPACTED IN CONFORMANCE WITH ARTICLE 603.08 OF THE IDOT
STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION.
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MAINTAIN ASPHALT MINIMUM 4"

SURFACE 1/4" ABOVE COMPACTED
GUTTER FLAG AGGREGATE

SUBBASE

NOTES:

. 3/4" PREFORMED BITUMINOUS EXPANSION JOINT WITH TWO (2) NUMBER 6
COATED SMOOTH DOWEL BARS (3/4" DIA. X 18") WITH GREASE CAPS SHALL
BE PLACED EVERY 150', 10' EITHER SIDE OF DRAINAGE STRUCTURES, P.C.'S,
RADIUS POINTS AND BACK OF CUL-DE-SACS. WHEN EXPANSION JOINTS
ARE CONSTRUCTED ADJACENT TO EXISTING CURB & GUTTER THE EXISTING
CURB SHALL BE DRILLED AND TWO (2) NUMBER 6 COATED SMOOTH DOWEL
BARS ( 3/4" X 18") GROUTED IN PLACE. GREASE CAPS SHALL BE PLACED ON
THE SIDE OF THE NEW CURB AND GUTTER SHALL HAVE A PINCHED STOP
THAT WILL PROVIDE A MINIMUM 1" EXPANSION.

N

TOOLED CONTROL JOINTS OR SAWCUTS SHALL BE MADE EVERY 15,

I

SAWCUTS SHALL BE MADE WITHIN TWENTY-FOUR (24) HOURS AND SEALED
WITH A CITY APPROVED JOINT SEALANT. JOINTS SHALL BE CLEAN AND DRY
PRIOR TO APPLICATION OF SEALANT,

>

FOR CURB AND GUTTER CONSTRUCTED OVER UTILITY TRENCHES, TWO (2)
EPOXY COATED REINFORCING BARS (NO. 4) SHALL BE PLACED IN THE CURB
AND GUTTER, CENTERED OVER THE TRENCH.

NOTES:

1.
2.
3.

4.

o

Se®N

K
LRI

. SIDEWALKS SHALL FOLLOW CURRENT ADA GUIDELINES.

6'-0"

MIN. SLOPE 2%

2.0% (1:50
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m:)(s SLOPE 25% _—
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2" COMPACTED
AGGREGATE
SUBBASE, CA-6.

SIDEWALK SECTION

CONCRETE SHALL BE IDOT CLASS SlI.

MINIMUM SIDEWALK THICKNESS SHALL BE 4",

SIDEWALK THICKNESS ACROSS DRIVEWAYS SHALL BE AT A MINIMUM 6" FOR
RESIDENTIAL DRIVEWAYS AND 8" FOR COMMERCIAL DRIVEWAYS.

MAXIMUM LONGITUDINAL SLOPE SHALL NOT EXCEED 5% (20:1). FOR ANY SLOPE IN
EXCESS OF 5%, ALL REQUIREMENTS OF THE ILLINOIS ACCESSIBILITY CODE (LATEST
EDITION) SHALL BE MET.

MINIMUM TRANSVERSE SLOPE SHALL BE 1.0% (1:100). MAXIMUM TRANSVERSE SLOPE
SHALL BE 2.0% (1:50).

A MINIMUM 2" AGGREGATE SUBBASE (CA-6) SHALL BE PROVIDED. (4" THROUGH
COMMERCIAL DRIVEWAYS).

AGGREGATE SUBBASE SHALL BE MECHANICALLY COMPACTED.

ALL SIDEWALKS SHALL BE PROMPTLY BACKFILLED AND PROTECTED FROM DAMAGE.
SIDEWALK CONSTRUCTION SHALL FOLLOW APPLICABLE IDOT STANDARDS.
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