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EXTENDS FROM DRIPLINE TO DRIPLINE
VARIES PER TREE SIZE

ROOT PROTECTION ZONE

KEEP OUT
PLACE SIGNS:

AREA
EVERY 50' ATTACHED TO FENCING

TREE PROTECTION

TREE PROTECTION NOTES
1. ALL TREES TO BE PROTECTED AND PRESERVED SHALL BE PER DETAIL.  GROUPING OF MORE THAN ONE TREE MAY OCCUR.
2.  TREES TO BE PROTECTED AND PRESERVED SHALL BE IDENTIFIED ON THE TRUNK WITH WHITE SURVEY TAPE.
3.  TO PREVENT ROOT SMOTHERING, SOIL STOCKPILES, SUPPLIES, EQUIPMENT OR ANY OTHER MATERIAL SHALL NOT BE

PLACED OR STORED WITHIN THE DRIP LINE OR WITHIN 15 FEET OF A TREE  TRUNK, WHICHEVER IS GREATER.
4.  TREE  ROOTS SHALL NOT BE CUT UNLESS CUTTING IS UNAVOIDABLE.
6.  WHEN ROOT CUTTING IS UNAVOIDABLE, A CLEAN SHARP CUT SHALL BE MADE TO AVOID SHREDDING OR SMASHING.  ROOT

CUTS SHOULD BE MADE BACK TO A LATERAL ROOT.  WHENEVER POSSIBLE, ROOTS SHOULD BE CUT BETWEEN LATE FALL
AND BUD OPENING, WHEN ROOT ENERGY SUPPLIES ARE HIGH AND CONDITIONS ARE LEAST FAVORABLE FOR DISEASE
CAUSING AGENTS.  EXPOSED ROOTS SHALL BE COVERED IMMEDIATELY TO PREVENT DEHYDRATION.  ROOTS SHALL BE
COVERED WITH SOIL OR BURLAP AND KEPT MOIST.

7.  WATERING OF PROTECTED TREES IN WHICH ROOTS WERE CUT SHALL BE PROVIDED BY THE CONTRACTOR.
8.  AUGER TUNNELING RATHER THAN TRENCHING SHOULD BE USED FOR UTILITY PLACEMENT WITHIN DRIP LINE.
9.  FENCING MATERIAL SHALL ENCIRCLE ANY TREE OR SHRUB WHOSE OUTER DRIP LINE EDGE IS WITHIN 20 FEET OF ANY

CONSTRUCTION ACTIVITIES.
10.  FENCING MATERIAL SHALL BE BRIGHT, CONTRASTING COLOR, DURABLE, AND A MINIMUM OF FOUR FEET IN HEIGHT.
11.  FENCING MATERIAL SHALL BE SET AT THE DRIP LINE OR 15 FEET FROM TREE TRUNK, WHICHEVER IS GREATER, AND

MAINTAINED IN AN UPRIGHT POSITION THROUGHOUT THE DURATION OF CONSTRUCTION ACTIVITIES.
12.  ANY GRADE CHANGES (SUCH AS THE REMOVAL OF TOPSOIL OR ADDITION OF FILL MATERIAL) WITHIN THE DRIP LINE

SHOULD BE AVOIDED FOR EXISTING TREES TO REMAIN.  RETAINING WALLS AND TREE WELLS ARE ACCEPTABLE ONLY
WHEN CONSTRUCTED PRIOR TO GRADE CHANGE.

13.  REFER TO PLANS FOR FENCE STAKING LOCATIONS.

TRUNK PROTECTION
Required if wheeled construction

equipment involved within 20' or less.
1" boards not less than 5'  long or to
reach first scaffold branch.  Wire to

hold boards in place, no nails
permitted.  include wrapping of burlap

under boards.

BRANCH PROTECTION
Protect lower branches of tree
canopy.  provide construction

fencing or equal at  dripline (min.)

NTS
TREE AND SHRUB PROTECTION1
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Scale: NTS
RECREATIONAL TRAIL SECTION WITH 2' MOWED TURF EDGE

6.0'

2.0' MOWED
TURF EDGE

2.0' MOWED
TURF EDGE

RESTORED NATIVE AREARESTORED NATIVE AREA
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PARKWAY TREES ALONG ALFALFA LN AND WENDT CR TO BE PAID BY
DEVELOPER AND PLANTED BY THE CITY OF NAPERVILLE.
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NTS
TREE PLANTING 1

1. INSPECT TREE FOR DAMAGED BRANCHES, APPLY
CORRECTIVE PRUNING.

2. SET ROOT BALL ON UNEXCAVATED OR TAMPED SOIL.
TOP OF ROOTBALL SHALL BE TWO INCHES ABOVE
SURROUNDING GRADE WITH BURLAP AND WIRE BASKET
INTACT.

3. REMOVE WIRE BASKET AND BURLAP DOWN FOUR TO SIX
INCHES BELOW TOP OF ROOT BALL. REMOVE ALL TWINE
AND (IF USED), SYNTHETIC MATERIAL. REMOVE OR
CORRECT GIRDLING ROOTS.

4. TAMP EXCAVATED SOIL AROUND BASE OF ROOTBALL.
5. BACKFILL REMAINDER EXCAVATED SOIL TAMPED

LIGHTLY. HIGH CLAY OR POOR SOIL SHALL RECEIVE SOIL
AMENDMENT PER LANDSCAPE NOTES.

6. WATER THOROUGHLY WITHIN TWO HOURS USING 10 TO
15 GALLONS OF WATER.

7. APPLY MULCH IN EVEN LAYER, KEEPING AWAY FROM
ROOT FLARE.

8. FINAL LOCATION OF TREE TO BE APPROVED BY OWNER.

NOTES:

2X ROOT BALL WIDTH

SHREDDED HARDWOOD MULCH

EXCAVATED BACKFILL

SUBGRADE

TAMPED BACKFILL

NTS
SHRUB PLANTING2

1. APPLY CORRECTIVE PRUNING.
2. SET ROOT BALL OR CONTAINER ON UNEXCAVATED OR TAMPED SOIL.

TOP OF ROOTBALL (CONTAINER) SHALL BE ONE INCH ABOVE
SURROUNDING GRADE. FOR LARGER SHRUBS WITHIN PLANTING BED
DIG A DEEPER PIT ONLY FOR THOSE SHRUBS.

3. REMOVE BURLAP FROM TOP HALF THE LENGTH OF ROOTBALL. TWINE
AND (IF USED) SYNTHETIC MATERIAL SHALL BE REMOVED FROM
PLANTING BED. FOR CONTAINER GROWN SHRUBS, REMOVE
CONTAINER AND LOOSEN ROOTS PRIOR TO INSTALLATION.

4. REMOVE OR CORRECT GIRDLING ROOTS.
5. PLUMB AND BACKFILL WITH AMENDED SOIL PER LANDSCAPE NOTES.

WATER THOROUGHLY WITHIN TWO HOURS.
6. APPLY MULCH IN EVEN LAYER, KEEPING AWAY FROM ROOT FLARE.

MULCH LIMITS FOR SHRUBS EXTEND TO ALL LIMITS OF PLANTING BED,
SEE PLANS FOR BED LAYOUTS.

NOTES:

SHREDDED
HARDWOOD MULCH

AMENDED SOIL

SUBGRADE

MINIMUM 6" BEYOND ROOT BALL

NTS
PERENNIAL PLANTING3

SECTION

PLAN VIEW

O.C. SPACING, SEE PLANS FOR DETAILS

SHREDDED
HARDWOOD MULCH

AMENDED SOIL

SUBGRADE

SPADED BED EDGE

1. EXCAVATE PLANTING BED.
2. BED HEIGHT IS TO BE 2" ABOVE FINISH GRADE AND WELL

DRAINED.
3. REMOVE CONTAINER, SCORE SOIL MASS TO REDIRECT AND

PREVENT CIRCLING ROOTS. CORRECT GIRDLING ROOTS.
2. PLANT MATERIAL SHALL BE LAID OUT BY FOLLOWING THE

BED EDGE, WORKING TOWARDS THE CENTER OF THE BED
USING TRIANGULAR (STAGGERED) SPACING AS PLAUSIBLE.

3. PLUMB AND BACKFILL WITH PLANTING MIX AS SPECIFIED IN
LANDSCAPE NOTES.

4. APPLY MULCH IN EVEN LAYER, KEEPING AWAY FROM ROOT
FLARE. MULCH LIMITS FOR PERENNIALS/GROUNDCOVER
EXTEND TO ALL LIMITS OF PLANTING BED, SEE PLANS FOR
BED LAYOUTS.

5. SPACING TO BE AS SPECIFIED IN THE PLANT LIST.
PERENNIALS SHALL BE PLACED WITH THEIR CENTER 24"
FROM EDGE OF BED.

NOTES:
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1. THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR INSTALLING MATERIALS AND PLANTS SHOWN ON THE LANDSCAPE
PLAN. THE CONTRACTOR IS RESPONSIBLE FOR THE COST TO REPAIR UTILITIES, ADJACENT LANDSCAPE, PUBLIC AND PRIVATE
PROPERTY THAT IS DAMAGED BY THE CONTRACTOR OR THEIR SUBCONTRACTOR'S OPERATIONS DURING INSTALLATION OR
DURING THE SPECIFIED MAINTENANCE PERIOD.  CALL FOR UTILITY LOCATIONS PRIOR TO ANY EXCAVATION.

2. THE CONTRACTOR SHALL REPORT ANY DISCREPANCY IN PLAN VS. FIELD CONDITIONS IMMEDIATELY TO THE LANDSCAPE
ARCHITECT, PRIOR TO CONTINUING WITH THAT PORTION OF WORK.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE REPAIR OF ANY OF THEIR TRENCHES OR EXCAVATIONS THAT SETTLE.
4. ALL NURSERY STOCK SHALL BE WELL BRANCHED, HEALTHY, FULL, PRE-INOCULATED AND FERTILIZED. DECIDUOUS TREES SHALL

BE FREE OF FRESH SCARS. TRUNKS WILL BE WRAPPED IF NECESSARY TO PREVENT SUN SCALD AND INSECT DAMAGE. THE
LANDSCAPE CONTRACTOR SHALL REMOVE THE WRAP AT THE PROPER TIME AS A PART OF THIS CONTRACT.

5. ALL NURSERY STOCK SHALL BE GUARANTEED, BY THE CONTRACTOR, FOR ONE YEAR FROM DATE OF FINAL INSPECTION.
6. AMENDED SOIL SHALL BE PROVIDED AND GRADED BY THE GENERAL  CONTRACTOR UP TO 6 INCHES BELOW FINISHED GRADE IN

TURF AREAS AND 18 INCHES IN PLANTING AREAS.
7. PLANTING AREA SOIL SHALL BE AMENDED WITH 25%  SPHANGUM  PEATMOSS, 5%  HUMUS AND 65%  PULVERIZED SOIL FOR ALL

SHRUB, ORNAMENTAL GRASS, PERENNIAL AND ANNUAL BEDS. AMENDED TURF AREA SOIL SHALL BE STANDARD TOPSOIL.
8. SEED/SOD LIMIT LINES ARE APPROXIMATE.  CONTRACTOR SHALL SEED/SOD ALL AREAS WHICH ARE DISTURBED BY GRADING

WITH THE SPECIFIED SEED/SOD MIXES.
9. CONTRACTOR SHALL INSTALL SHREDDED HARDWOOD MULCH AT A 3" DEPTH TO ALL TREES, SHRUB,  PERENNIAL, AND

GROUNDCOVER AREAS. TREES PLACED IN AREA COVERED BY TURF SHALL RECEIVE A 4 FT WIDE MAXIMUM TREE RING WITH 3"
DEPTH SHREDDED HARDWOOD MULCH. A SPADED BED EDGE SHALL SEPARATE MULCH BEDS FROM TURF OR SEEDED AREAS. A
SPADED EDGE IS NOT REQUIRED ALONG CURBED EDGES.

10. INSTALLATION OF TREES WITHIN PARKWAYS SHALL BE COORDINATED IN THE FIELD WITH LOCATIONS OF UNDERGROUND
UTILITIES.  TREES SHALL NOT BE LOCATED CLOSER THAN 5' FROM UNDERGROUND UTILITY LINES AND NO CLOSER THAN 10' FROM
UTILITY STRUCTURES.

11. ALL TREES SHALL BE INSTALLED A MINIMUM OF FIVE (5) FEET HORIZONTALLY FROM UNDERGROUND ELECTRICAL FEEDERS,
SANITARY SEWERS, SANITARY SERVICES, WATER MAINS, AND WATER SERVICES.  TREES SHALL BE INSTALLED A MINIMUM OF TEN
(10) FEET HORIZONTALLY FROM UTILITY STRUCTURES AND APPURTENANCES, INCLUDING, BUT NOT LIMITED TO, MANHOLES,
VALVE VAULTS, VALVE BOXES AND FIRE HYDRANTS.

12. DO NOT DISTURB THE EXISTING PAVING, LIGHTING, OR LANDSCAPING THAT EXISTS ADJACENT TO THE SITE UNLESS OTHERWISE
NOTED ON PLAN.

13. PLANT QUANTITIES SHOWN ARE FOR THE CONVENIENCE OF THE OWNER AND JURISDICTIONAL REVIEW AGENCIES. THE
CONTRACTOR IS RESPONSIBLE FOR VERIFYING ALL PLANT QUANTITIES AS DRAWN.

14. THE OWNER'S REPRESENTATIVE MAY REJECT ANY PLANT MATERIALS THAT ARE DISEASED, DEFORMED, OR OTHERWISE NOT
EXHIBITING SUPERIOR QUALITY.

15.  THE CONTINUED MAINTENANCE OF ALL REQUIRED LANDSCAPING SHALL BE THE RESPONSIBILITY OF THE OWNER OF THE
PROPERTY ON WHICH SAID MATERIALS ARE REQUIRED. ALL PLANT MATERIALS REQUIRED BY THIS SECTION SHALL BE
MAINTAINED AS LIVING VEGETATION AND SHALL BE PROMPTLY REPLACED IF THE PLANT MATERIAL HAS DIED PRIOR TO FINAL
ACCEPTANCE. PLANTING AREAS SHALL BE KEPT FREE OF TRASH, LITTER, AND WEEDS AT ALL TIMES.

LANDSCAPE NOTES
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