
D€"6{e:    06~30-2020

JOB LO€ATEON:

CITY OF NAPERVILLE
T!-ans!)o!.{aiioi!, Eligiaiccriiig, & De`'ejopment {T.E.D.) Busii!ess  Grol!p

APPLICATION FOR ELECTRIC PERMIT
Permit #=

In accordance with the pi.ovisio}i5 Of the Municipal Code af t!i;-ei ty Of Napervilie, I1!inoi§3 eire.cti\Je, as of this date,
the uiidersigned ow!ier Of propel.ty tor licensed electrical co!iiractor representing tile owner(s)) located at:

NAME OF G¢iiy.Kochaiiek

ADDRESS:        743 Cardigall c1. Napervi!|c |L

rrgLE|i|¥enfrL.',:ji.~!.¥.__+jLi5-6L|5__
ZIP 6056S

HEREBY AGREES io make pa}'men{ €o the-Director of Finance ¢f the Gty of Napervil!€ the amount of the cost to be
f?xed i3y the nepal.tnient of pub!i€ Uti!i{ies -E!€ctric t'DPU-E) of said Gt.y of Naperville8 and that the app!icam{s`}
ag!.ee to conform to aild  abide by all i.L3}e5S rggt`{]atioiisS and !]!`Gvi§ion.s of the Mti]i.ifipti! I  'Qde of said Gt}J peEiai!iing
to the installa{io}i and Jiia!.I}{er{ance oreicc{rica5  \+Ji{ilig,  fix{i!i.ess aiid appliances }¥ow a!}d ilereafler in f{Jrce.

ELECTr{rc CoNTRACTOR:

±\'€i!-ni3 of Fit-in:                Lee Legiel-Ccm8im``,ticjn  aiid  E!ect}ic

`   ,   ,J;f-     :-i:.   :  i-,r

lapa!3ervilie Licei-ise/Registration #

NAT{jYRE AND E,\'TE.NT OF TIIE ELECTRICAI. INSTALLATION:  (Please provide detafls.}

Tris{a!l rren€,I.a.=  Back Up Ge.iicrator

REASON FOR SERVICE CHANGE:

ESTIMATED  COST:  S        Scjl47.35

CoNTACTPERSON:       Lee Legle2..

FAX-:      630-553-S6g[i

sjgjii.&iurivo£'o"fnc!.:

Sfg]Iazt"-c  oj. AppJEcajzt:  (£f collrr£|c{o2.)

'..  v ,.,. 1  A  -,'.   \  -L; L,i?    I`t L` i , L! i, .\, {`  i- .J`.- :``,  *. i

)+1/'3.?,,i,')(`'';'

iDHONE:   630-63{j-0128

~.-.-,r`. r%jrfng##±-----
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INCLUDES:

•      True power"  Electrical Technc)logy

•       Two Line LCD Multiingual Digital
Evowlon"  Controller (Engwsh/Spanish/
Frenchrmuguese)

•      Two Transfer switch options Available:
100 Amp,  16 Cirouit Switch or
200 Amp Service Plated Sman Switch.
See Page 5 for Details.

•      Electronic Gclvernor

•      Standard wLFi"  Bemote Monrtoring

•      System status & Maintenance interval LED Indicators

•      Sounc! Atteniiated Enclesure

•      Flexible Fuel Line connector

•      Direct-To-Dirt ccimpesite Mounting pad

•      Natural GasorLP Gasoperation

•      5YearLimited warranty

•      Listed  and  Labeled  by the  southwest  Besearch  Institute  allowing
installation as close as  18" (457 mm) to a structure.*

##auks8s#nd%agc%oRd%%c:'°wEhEococar,Sao%jg`sg°usiandfreshair
hgtopnss!|r%i,eotns|n%±3#'ibF3Dry!%'r_eritt_tyig9fLds#ofi=33d_%+`vS8pdi

Standby Power Bating
l\/foci5ls  (30Ci70`36-1.   f~il]{J1'C:3T-'t    LJ`-)JL;in;nl ;in  -  3){`c`ii jf? /   --I  £`  k\`,r'\,J`  60  liz

t`\vlodel  G007035--i   (,AJijrrHnum  -Blsouoli  n  16  k`\AV  60  H-/

i`/1ucjel`<  G007039-i    G00703B-1   (AlitJm"jm -BlstiiJe)  -20  hvv  60  Hz

Models  G00704`'3-2,  C30\.17fl4,?-,-?  (`,A\lt immim  -Biso  je`i  , =J2  I(V\/  60  Hz
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FEATURES
a        INNOVAFTIUE  ENGINE  DESIGN  &  RIGOROUS TESTING are at the heart of Generac's

success  in  providing  the  most reliable  generalors possible.  Generac's  G-Force  engine

lineup  otf8rs  added  peace  Of mind  and  reliability for when  you  rl€ed  it the  most,  The

G-Force   series   engines  are   pLJrpose  built  and   designed   to  handle  the   rigors   of

extended  run times  in  high temperatures and erdrem€  opera(ing  conditions.

0        TFiUE   P®LnJEF!"   EELE8Tffil6EL  TE6!"®L®©V:   Superior  harmonics  antl  sine  wac

(orm  produce less than  5% Total HarmoniG  Distorlion for utility quality pewEi. "s allows

conl`id€nl  operation  of  sensitive  eiecfronic  equipment  and  rnioro-chip  based  amliances,

such as variable spc8d HVAC syslBms.

o        TE§Ton§TERlfl:

\r`         PROTOTYPE TESTED                               V        NEMAMG1-22 EVAI.UATIOu

\J         sysTEMTORslenALTESTED         \r         MOTORSTArmNGABiLpr

il        mGB!LE   ELINEL"   F§EFiB®TE   f`icNfTtiR!lJG:   FREE  with   evBry  Guardian  SedEs  Home

§tandbyBgnerator,AllowsyouicmeniterthaS!rfusolyourg€nera{orfromanywherein(he

Wflrltl  }j``in3  a  rmanpf)enB]  fablgt{  cr  P€`  Ea§!ly  act:gas  Information  Such  as  the  Glum,nt

operating stafus and  main!en&nce alerts. CormBc( your accoun! to your authorized s8wicB

dealB.rlorias!`mendlyandpmactive§erviee.VlthMobil,Slink,youar6taken€arootbeforo

the netl power outagB.

a        sOLiD-STATE,  FREOuENcy COMPENSATED VOLTAGE  REGULATroN:

This  sfa[e+if-the-art  power maximizing  regulation  system  is standard  on

all  68n8rac  models.  It  provides  optimized  FAST  RESPONSE  to  changing

load   conditions  arid  MAXIMUM  MOTOR  STARTING   CAPABILITY  by

eleGtronically  torqu€rmatching   the   surge   loads  {o  the  engine.   Digital

voltage  regulation at  ± 1 %.

0        SINGIE Soufi6E  SERVICE RESP®N§E (ron Gen8rac's extensive dealer

netwck provides  pahe  and  service  know-how  for the  gntirB  Linit,  (ron  the

engine to the smallesl Blectronic comoonenl

0         &EalERA©  TEiAn!SFEffi  §""REE§:   Long   life  and   reliability  are

synonym8iis  with   GENERAC   POWER   SYSTEMS.   One   reason   (or  this

confiden€e  is  that the  GENEFiAC  product  line  includes  its  own  transfer

systems and  controls tor Wal  system  compatibility.

:I:::EMR,!:®©©
• A:7.&/i\ rty LD. ¢n> t`ca .tf tci>. a:try



GENEI]AC"
16/20/22 kw                                                                                          features and I)enefits

Engine

•       Generac G-Force design

•       '`Spiny-lok"  cast iron  cylinder walls

•       Electronic ignition/spark advance

•       Full  pr8ssur8  Iubrica(ion sys{8m

•       Low oil pressure shutdown system

•       High lemperature shutdown

Maximizes  engine  "breathing"  for  increased tu81  efficiency.  Plateau  honed  cylinder walls and  plasma moly

rings  helps the  engine  run  cooler,  rcdiicing  oil  consumption  resulting  in  longer engine  lite.

Rigid  cons(ruction  and  added  durability  provide  long  engine  life.

These fea!ures combine to assiire smooth,  qiiick starting  every time.

Pr€ssurizedlubrica(ionloallvitalbearingsmeansbsllerper(ormance,18ssmaimenanceandlongsrengin€

life.  Now fcaturing lip [o a 2 year/200 hour oil  change  Interval.

Shutdown  protection  prevents  catastrophic  engine damage due to  low oil.

Prevents damage dil8 to  overhea'ing.

Generator

•       RevoMng(i€ld

•      Skewed stator

•       Displaced  phase excitation

•       Automa(ic voltage regulalion

•       UL2200Iisted

Allows  for  a  smaller,   light  w8ighl  unit  that  operates  25%  more   efficiently  lhan   a  revoiving  armalure

98n8rator.

Produces a smooth oiitpilt waveform (or compelibili'y with  electronic equipment.

Maximizes motor starling capability.

Regulates the output vol!ag8 to  ± 1 %  prevents damaging voltage spikes.

For your safety.

Transfer Switch (if applicable)

•       Fullyautomatic

•       NEMA3R

•      Remote mounting

Transfers yoiir vital electrical  loads to the energized Source o{ power.

Can be ins"ted  inside of outside for maximiim ll8xjbility.

Moiims near yoiir existing  distribution panel (or simple,  lowiost installation.

Evolution"  Controls

•      Autowanuav0ff illuminated but(ons

•       Two-line  LCD  multilingual  display

•       Sealed,  raisedbultons

•       Utilityvollage  sensing

•       Generator vollage sensing

•        LI(ill(y  interrupl  delay

•      Enginewarm-up

o       I-nginc cool-down

•       Programmable  ex©rcis8

•      Smart battery charger

•       Main  line  circuilbreakcr

I       Electronic  governor

Selects the operating  mode and provides  easy,  atnd-glance  status  indication  in any condition.

Provides  homeowners easily visible  logs of history,  maimenancB and  evenls up to  50  oc€iirrences.

Smooth, w8ath8r+esi§fant user interlace for  programming and  operations.

Constantly monitors  8tility voltage,  setpoints 65%  dropout,  80%  pick-up,  of Standard voltage.

Constamly monitors  generator voltage to  8nsllre the  cleanest power delivered to the home.

Prevents  nuisance  start-ups  of the  engine,  adjustable  2-1500 seconds  'rom  (he factory defaiilt  setting  o1

five  (5)  seconds  by a  qualified  dealer.

Ensures engine  is ready to assume the  load,  s8tpoim approximately 5 seconds.

Allows  engine  to  Cool  prior to  shutdown,  setpoinl  ai)Broxjma1€ly  1  minute.

Operates  8nginB to prevem oil  seal drying and  damage  between  powBt  oulages  by running  the  g8n8ralor

for 5 mlnut€s  ev8ry other week. Also otl8rs a selectablB set(ing tor wBckly or monthly operation providing

flexibility and pol€n(ially lower fuel costs 1o the owner.

Dewers charge to the battery only when ne8dBd at varying rates depending on outdoor air t8mp8ra(ur€.

Compatible with  lead acid and AGM-style batteries.

Pro{ecls  gen8ralor from  overload.

Maintains constant 60 Hz frequency.

Unit

•      SAE weather protective enclosure

•       Enclosed  crjlical grade muffler

•       Small,  €ompa81,  attlacllv6

Sound  atteniiated  enclo§Lires  ensure  quiet operation  and  protection against  mother nature,  withstanding

windsup!ol50mph,Hing8dkeylockingroolpan8l(orsecurity.Lift-outfrontfolcasyaccesstoallroutin8

maintenance  items. Ele€trostatically applied t8xlured  apoxy paint for added durability.

Quiet,  crilical  grade muffler  is rnoumed  inside lhe unit to prevent  injuries.

Mak65 for an  easy,  eye app8allng  in§tallation,  as clo§€ as  18"  (457 mm)  away from a bulldl»g.



GENEPAC®
16/20/22 kw                                                                                         features and benefits
Installation System

•       1  ft  (305mm)flexiblefuellinBconnBctoJ

•       Direct-to-dirt  composite mounting  I)ad

•       llitegral sedim8nl trap

Absorbs any generator vibration when  connected to rigid  pipe.

Complex lattice design prevents se(tling  or sinking  of \hg  generator system.

Prevents particles and moistilr8 from entering the fuel  regiilator and  engine,  proloriging  engine  life.

Remote Monitoring

•      Ability to view genera(or stalus

•      Abili(y to view generalor Exercise/Run and Total  Hours

•       Abili`y lo view genera(or maintenance jntormation

•       Monthly report with previous month's activity.

•        Ability to  view  generator battery  informa(ion

•       Weather inlorma(ion

Monitor  your  generator via yoiir  smartphone,  tabl8|  or  Gomput8r at any time via the  Mobile  Link application for

complete pcac8 of mind

Fzeview the genBratorJs  compl€t€ protection  profile far  exercise  hours and  total  hours

Provides maintenance information for your specific model  generator when scheduled maintenance is diie

DBtailBd  monthly reports provicle historical  generator information

Built in  hatt8ry diagnostics displaying  cilrr€nl state of the battery

Provides detailed  local  ambienl weather  conditions for generator location



GENEF]AC
16/20/22 kw                                                                                                        specificalions
Generator
Model

Rated  Maximum Gent(nuows Powvv Capacity (LP)

Bated  Maximum Continuous  Pow8i  Capacity (NG|

Rated Voltage

Rated  Marimum  Continuous Load  Cllrrent -240 VoHs  (lpAI6}

Total  Harmoni6 Distortion

Main  uns  Cirou.it  Breaker

Phase

NLlmber  of  Rotor  Poles

REt8d  AC Frequency

Power Factor

Battery Requirement (not incltided)

Unit  Weight  (lb/kg)

Dimensions (L x W x H)  in/mm

Sound  olitDut in  dB(A)  at 23 tt  (7  in) with  generator operating at normal  load"

Sound output  in dB(A) at 23 tt ('/ in) with generator in Quiet-TestT"  low-speed  exercise modB"

Exercise  duration

G007035-1,G007036-1
G007037-1

Gm703B-1 , a oo7o3g-1          Goo7o4z-z, G0 07o43-2

)                                          (Z2 kw)
atts*                                 22,000 Watts.

atts'                                  18,0

40

/ 66.7                                         8

s than 59}o                                          L

Group 2GR 540 CCA Min

48 x 25 x 29

Watts*                                   19,500 Wa«s a

40                                                  240
)/75.0                                             91.7/81.3

than 5%                                    Lax !hari 5%

90 Amp                                               100 Amp

11

22

cO Hz                                                     60Hz

1.0                                                              i,0

urn or Group 3§AGM 650 CCA Miliimurn

a / 203

1218 x 638 x 732

466 / 211

67

5'7

5min

Engine
Type o( En8in8

Number of Cylinders

Oisplacem8nl

Cylinder  Block

Valve  Arrang8m8n(

Ignition  System

Gov3rrlor System

Compression Rati o

Starter

Oil  Capa8!ty Including  Filter

Op8raiing  ,Pin

FU E!l  ConsumFIlion

Natural  Gas

Liquid  Propane

Note: Fuel pipe must be sl
'o,  LP gas.  Fo,

ftJmr (m'3mr)
1/2 L8ad

Full  Load

ft3thr (galthr) {lm

1„ load
full  Load

Solid-state

AIuminumw/Gas

Vaiv8                                     0verh E!ad

/ Magneto                 Solid-state w/

nic                                                    El8c!roni

1                                                            9.5:i

Iron Sleeve

C                                                       12VDG

i/i.8L                      Approw.1.9qi/

3,600

218  (6.17)

309 (8.?5)

2

999 cc

ve                                 Overhead va Ire

agnstD                 Solidistate w/ Magneto

Electronic

9.5:1

1 2 VDC

8 L                      Apprex.1.g qi/i.8L

3,600

228 (6.4G)

327  (9.26)

92  (2.53)  [9.57]

i42 (3.98)  [14.77]

204  (5.78)

301  (8.52)

74  (2.03)  |7.70]                                 87  (2.3?}  [@.99]

107  (2.94)  [11.11]                             130  (3.56)  (13.48]

:trcoEL+##lyun#¥J.2REdireE##,E#alenGYT%##'#::#REj#-##+C5°rLgror#ITF3T¥;cuwhryornafurdga$1`0-12watwcowh(19ira-rmnfarcury)
Controls
Two-Line  Plain  Text  Muitilingual  LCD  Display

M nee Bijt!8Tis: Aulo

Manual

Off

Ready {o  Bun"alntenanc8  M8ssaoBs

Engine Run  Hours Indication

Programmable  sfarl delay between  2-1500 seconds

utility Voltage Lass/Rsturn to utilfty Adiiistatle  (Brownout Setting)

Fu(uTe  Set Capable  Exe[ciserffmercisc  Sel  Error Warning

Run/AIarm"aintenan Ge Logs

Engine  Start  Sequence

Starter Lock-out

Smut Battery Charger

Charger FaultAAissing AC Waning

Low Batt8ryflatt8ry Problem Pioleclion and  Battery Concli!ion Indication

Aiitomatic Voltage Regulation win Over and Under VoltagB Protg8tion

Un d er-Freq u en cy/Over load/Slepp 8r OvBrcurren!  Proteclio n

Safety FusEdifuse Prob lam Protecti ori

Au!oma!ic Low Oil  Prcssuremigh  Oil Tgmperatue Shu!dorm

Ov8r€ranunvgrspeed (@ 72 Hzvrpm Sense Loss Shutdown

High  Enoin8 Tomo8fBtui8  Shutdown

lmmal Fault/ln6ome6t Wi[ma Pr8t8ctlen

Common  Erdomal Fault  Cap6bilily

Field  u88fadatl8 Flrmwar@

Simple  user inlerface for gage of operalion.

Air!9ma!ic S!art on VAility failure.  ? day exeiclsgr.

Start with §tater control. unit stays  on. Ii uli!ity laits,  transfer `o  load takes place.

Slops unll  Power is rrmove8.  Confro! and  8hanggr still Operate.

Standard

Standard

Sfroderd (pTooranmable 8y dealer on ly)

Fiom 1 40-171  V / 190-216 V

SlandaTd

50 EVBnts Each

Cycl`ic  c;ranking:  16 see on,  7 iesl (sO seB maximum  rfura!ion).

Sfari8r camct rg-engage until  5 see after engins has stapflgd.

§landard

Standard

Stanthrd

Sianhard

Sianderc!

Standard

Slanderd

Standard

Slanderd

§tandaFd

S`anderd

S}anthrd
`-i=:.`--:`:-:..'.---.::==.-==-..::-I.i.-..--..-.:-.:`-.-.--=.:.-.-i--.I-:.;-:..-I,.:.---:-.-:-:=.::`-.:.a-.:::--,--:-;,;::--,.=i:.::`--.-.=-.:..=-:.-::=-:-i-:----:-::-------=.:`-.i.`.:--:,--:.t...:==.:.:---:-.::-.:-.;-.`..:;;-i.



GENERAC
16/20/22 kw                                                                                        available accessories

Model #

G007005-0

G00581g.0

G007101-0

G007102-0

G007103-1

G005621-0

G007027-0 -BisquB

Pro,uct

W-Fi  LP  Fuel Level  Monitor

26R Wet CBH Battery

Battery Pad Warmer

oil Warmer

BrBath€r Waver

Auxifiay Transfer Switch
Contact Kit

Fascia Base Wrap Kit

(Standard on 22 kw)

G005703-0 -Bisquo               Paint KIt

G006485-0

G006873-0

Scheduled MajntBnance Kit

Smart Management Mocho

(50 Amps)

Description

The W-Fi enabled LP fuel level monitor provides constant monitoring of the connected LP fuel tank. Mon-

itorlng the LP tarik's fuel level ls an Important step ln making sure your generator ls ready to run during an

unexpected power laifure. Status alen§ are available through a li.ee application to notify when your LP tank

ls  ln  need  Of a  refill.

Every standby g8norator requires a hatt8ry to start the system. GBn8rac offers the r8commBnded 26R wet
cell battery for use win aw air-cooled standby i]roduct (excluding Powerpact®).

The pad warmer rests underthe battery. RBcommBndBd for ijsa if the tennperatiire regularly falls below
o 3F (-18 ac}. (Not necessary tor use wth AGM-style batteries).

0]1 warmer slips dirBfty over the oil filtgr. Recommended for use if the temperatiire regularty falls below 0 DF

(-18  OC).

The breather warmer i§ for use in 8xtrem8 cold wBathBr applications.  For i!sB with Evolution controllers

only in climates where heavy icing occurs.

The auxiliary transfer switch comact in allous the transfBr switch to lock out a single large electrical toad

you may not need. Not compatible with 50 amp pr€-wired switches.

The fascia ba§B wrap snaps tog8th8r aroijnd the bottom of the new air cooled generators. This offers a
sleek. contoured appearance as well as offeririg protection from rodents and insects by covering thB lifting
holes located in the tiase.

If the generator enclosure is scratched or damaged, it is important to touch up the paint to protect from
fmure corrosion. The palnt kit lncfudos the necessary palnt to prop8riy malntain or touch up a gtinerator

enclosure.

Generac.s scheduled maintenance lcks provide all the hardware necessary to perform complctB routine
mairitenance on a GenBrac automatic standby oen8rator.

Smart Managcmem Modul8§ are u§Bd in conjunction VIrm the Automatic Trarister Switch to increase its

po\neT management Bapabihies, It prwidBs additional power management flBxibifty not found in any other
power management system.

dimensions & UPCs
Dimensims chore are appm>inate. REfer to insalffien manual far eairi dirnensiDns. D0 NOT USE THESE O"ENsloNS FOR ENSTALLATroN OuRPOSES.
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Model UPC

G007035-1 696471074161

G007036-1 696471074154

G007037-i 696471074178

G007038-l 696471074185

G007039-i 696471074192

G007042-2 696471074208

G007043-2 696471074215

Generac Power Syst8m§, lnc.  .  S45 W29290 HW. 59, Waukesha, WI 53189  .  generac.com

©2018  G8ii€faG Pow8r Systom§,  hB. All n'gnls  rusBrvctl. All spo8mGmlons tirc  siib|8Gt ro  cnan8f! without  noll8t!. Pin NB.10000008194-H    (fl/01/1 I)



GenReady"  Whole House Features
•    Single phase

•   JcO arrp, 24 apaceT, cxpa=±=b!Lets4e€#F3t=i±€nd 200 amp, 42 space, expandable

to 60 circuit

•    Multi  listed for use with Siemens,  Murray,  Square D,  and  Eaton  1 "  breakers

•    Accepts GFcl, AFcl,  and Tandem breakers

•    Utilizes standard  Generac and Siemens components

•    UL listed for service equipment and consumer safety

•    Multiple GenReady panels can be supported with a single generator

•    Flush Mount NEMA 1  Steel with electrostatically applied and  baked  powder paint

Indoor Enclosure

•    UL67anduL1008

•    5 Year Limited warranty

•    DPM Technology - Digital Power Management

•   Standard  - 4  individual  HVAC  (24 VAC)

•   Optional -Smart Management Modules  (SMM),  up to 8
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Model   BTG42SHAl  ~ 200A NEMAl  with
42 space, 60 circuit

GenReady"  Whole  HOLlse  Description
The  GenReady Whole  House  is a service  equipment rated  panel  that integrates a  main  breaker,  transfer switch,  and  load  center.  This

hybrid  panel allows for seamless  integration  of standby generators.   It is available  in a NEMA  1  configuration for  indoor installations

with  generators  that  utilize an  Evolution  or  Nexus  controller.  For  installation  flexibility,  it  is  multi-listed  for  use with  various  breaker

manufacturers.  Installation  can  be  completed  during any  new  home  construction or existing  panel  upgrades,  and  does  not  require

the  generator installation at the same time.
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GENEF]AC®

GenReady" Whole House Transfer Switch and Load Center

Load  Center Prodiict Options

200A NEMA  1

GenReady" Whole House
Model Number RTG42SHAI

Includes:

•  200A Transfer Switch

•  42 Space Load Center

•  Expandable to 60 Circuits with

tandem breakers

•  200A Main Circuit Breaker

Functions
All  timing  and  sensing  functions  originate  in  the  generator controller

Utility voltage  drop-out

Timer to  generator start

Engine  warm  Lip  delay

Staridby voltage  sensor

Utility  voltage  pickup

Re-transfer time delay

Engine  cool-down timer

The transfer switch  can  be operated manually without power applied.

*When  used  in  conjunction with units utilizing  Evolution"  controls

10 second factory set,  adjustable  between  2-1500 seconds by a qualified  dealer*

5 seconds
60% for 5  seconds

15  seconds

60 seconds
5  minutes bi-weekly,  adjustable to weekly or monthly

Specifications

Model RTG24SHA1 RTG42SHA1

Amps 100/ 200

Voltage T2fy!fyi2:ufo,1a/ 120/240,  10

Load  Transition  Type °s¥:,trmRS#dn Open Transition

(Automatic) Service  Rated

Enclosure Type NEW, NEMA  1

UL  Rating UL67anwhL1008 UL67 and  UL1008

Withstand  Plating

/oo\
10,000

Amps) 22,000*

Main  Lug  Range Service #4-//oou/N[kyc #1  -300  MOM  Cu/AL  750  C

Weight  lb.  (kg) /  A,I (2}.S»   ` 64  (29.0)

Weight  shipped  lb.  (kg) 57.2  (25.9) 75.5  (34.2)
*when  used with  Siemens or Murray 1 "  branch circuit breakers.



GENEE]AC®

GenReady" Whole House Transfer Switch and Load Center

Dimensions
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GENEF]AC`

Sizing Beport

Lee Legler Construction +  Electric
181  Wolf st    Unit  A
YOPIKVILLE,  lL  60560

(630) 546-8476
generatorinstall6.com

Sizing  Information for:
Gary Kochanek
743 Cardigan Ct
Naperville,  IL  60565

Plated  Nominal Voltage
G8rierator Fuel Choice
Sizing Method (NEC 22o)

240
Natural Gas

Part lv
`.Pan ffi required for selected circuit impiementation, Both valid for whoie house`)

General Lighting & Pleceptacles
Square Footage Being covered (ft^2)         3200
Small Appliance Circuits (20 amps)

Kitchen Circuits
Laundry Circuits

Fixed-In-Place A Dwances & Motors

Managed     Estimated
Loads            (kw)

Load (kvy
9.6

3
1.5

Nameplate
(amps)               24o V          Load

Dryer
Mierowave
Oven
Furnace (Forced AIr)
Furnace (Forced Air)
Dishwasher
Fiofrigerator
Pelrigerator
Strypump

Alr Coriditioning  & Coolin
2.0 Ton Unit
3.a Ton unit

5.5
1.3

5.0
0.7
0.7
1.5

0.8
0.8
0.5

Managed     Estimated
Loads           tlap
X2.02.0
X3.0

Managed     Estimated
Loads         unI111-

Estmated
ltRA)

X5.5
1.3

X5.0

0.7
0.7
ilJ
0J3
0€
05

Nameplate
(amps)               24oV          Load(kv

X0.0
X0.0

Namoplate
(anpe)               24oV         Load(kv

Actu al                                           uli ifeed
quPIA)                                                    (LBA)

Heatina  & Heat Pum

Transient F]eauirement
Largest Motor's Starting Amps (LF]A) 8679 79


